
 

 

 

Electric Nose Cleaner 

 



New System 
 
 
 
 

 
Two-Way Pressure Circuit 

 

 
Buzzer Alert 

 

 
Dual Speed 

 

 
Thorough Rinse 



Dual-pressure System 
 

 

 

 

 

 

 

Allergic Rhinitis 
 

Acute and Chronic 
Rhinitis 

 

Sinusitis 

 

 

 

 

The cleaning solution flows into one nostril 

while simultaneously being suctioned out 

from the other nostril using negative pressure, 

creating a continuous, closed-loop system. 

Pull and Push 

Efficient Rinse 



SOFT CLEAN 

Indicators flashing 

Unique Feature 
 
 

 

 

Dual Speed 
Soft Mode for first-time users and nasal sensitivities 

Clean Mode for thorough rinse with great efficiency 

Backflow Prevention 
Nasopro is equipped with the automatic 

detection and stop function to protect 

wastewater to re-enter the nasal cavity. 



Introduction 
 
 
 

 
• Dual Speed 
Meets Different Nasal Cavity Needs 

• Buzzer Alerts 

Beeps for turning on and off 

• Reservoir for Waste Liquid 

Not just using in the sink 

• Auto timer 

One click button, easy to use 

• IPX7 waterproof 

Upgraded Waterproofing 

• Rechargeable battery 

Fully Charged in 4h 



Instructions of Usage 
 
 
 
 
 

 

 

 

① Preparation: 
Open the Lid and fill the Upper 

Tank with saline(90℉ -99℉ could 

bring you a better experience). 

② Positioning: 
Insert the Nose Pillows into your 

nostrils and center them. Keep 

your head level. 

③ Press: 
Breathe normally through your mouth. 

Press the Power Button to start the 

rinse.


